3. Disassembly and Reassembly

3. Disassembly and Reassembly

This section of the service manual describes the disassembly and reassembly procedures for the LCD TV.

/N WARNING: This LCD TV contains electrostatically sensitive devices. Use caution when handling these components.

3-1. Disassembly and Reassembly

/\ Cautions:

1. Disconnect the LCD TV from the power source before disassembly.
2. Follow these directions carefully; never use metal instruments to pry apart the cabinet.

Description

Picture Description

Screws

1.

Place the TV face down on cushioned table.
Remove 4 screws from the Stand.
Remove stand.

6003-001003

2.

Remove the 9 screws of rear-cover.

6003-001003
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3. Disassembly and Reassembly

Description

Picture Description

Screws

3. Lift up the rear-cover.

4. Remove the left and right speaker.

5. Remove the 5 screws of main board and

4 screws of |IP Board.

6001-002284

7

6003-001439
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3. Disassembly and Reassembly

Description Picture Description Screws

6. Remove the 2screws of panel and front.
Remove the 4 screws of bracket stand link.

6003-000337

6003-000337
ONLY
32"C5X0

6003-001003

7. Lift up the stand link.

8. Lift up the panel.

% Reassembly procedures are in the reverse order of disassembly procedures.

Screw Size
Code No. A (mm) B (mm) C (mm) Q'ty
6001-002284 | 8.3:05 | 8.0:06 | 3.83-3.98 8(26"/32"/37"), 10(40"/46")
6003-000337 | 7.3-83 | 9.2~10.0 | 3.73-3.83 4(26"), 8(32"), 6(37"/40"46")
6003-001439 | 8.3:04 | 80:04 | 3.85-3.93 1(ALL)
6003-001003 | 7.80~8.30 | 11.20~12.00 | 381~391 | 3(32,,5)(;8_(21‘;()317%)(?’12;‘(‘282)’ 846"
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